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CABINET FOUNDATION

GROUND WIRE

(5')

SCH 40

3/4"

CONTROLLER WORK PAD

SEE DETAIL ON SHEET 2

F

CONDUITS PER PLAN; 2' RADIUS

24" min.

4"

36"

4"

22"

PVC

W1

GROUND RODS ARE 1"x10' AND SPACED 6' APART.

DO NOT ENCASE END OF ROD IN CONCRETE.

10/01/2018

SURFACE MUST

BE LEVEL & CLEAN

EDGE CORNER WITH

1/2" SIDEWALK EDGER

(TYPICAL ALL SIDES)

SIDEWALK OR

GROUND LEVEL

WELDED GROUND

WIRE JUMPER

VARNISH WELD

ADDITIONAL GROUND RODS

AS NEEDED TO GET 10 OHMS

OR LESS. DOUBLE STACK

VERTICALLY IF NECESSARY

BUT FIRST MUST COUPLE

THEM TOGETHER.

NOTE:

USE EXPANSION MATERIAL BETWEEN THE

BASE CONCRETE & OTHER CONCRETE AREAS.

CUT CONDUITS OFF WITHIN 2" ABOVE

SURFACE. METAL CONDUITS SHALL HAVE

BUSHINGS AND BE CENTERED IN FOUNDATION.

ANCHOR BOLTS & CONDUITS.

ARE INCIDENTAL TO THIS ITEM.

ANCHOR BOLTS CAN BE

ENCASED IN CONCRETE OR

MIN. 8" STUD ANCHOR BOLTS

CAN BE INSTALLED BY FIELD

DRILLING.

PERMANENTLY EMBED A VISIBLE MARKER

IN THE CONCRETE ON TOP OF THE BASE 5"

FROM THE EDGE & OVER THE EXITING 3/4"

PVC CONDUIT.
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CABINET FOUNDATION
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C  = CABINET DEPTH 17 26 26 29

P-UPS

CABINET (#2)

(IN.)

P-UPS

CABINET (#1)

(IN.)

P44

CABINET

(IN.)

M36

CABINET

(IN.)

36 44 60 58

30 30 30 33

48 48 64 62

36 36 36 36

48 48 64 98

N/A N/A N/A 69

D

C  = CABINET WIDTH

W

F   = FOUNDATION WIDTH 1

W1

F   = FOUNDATION WIDTH 2

W2

WP   = WORK PAD WIDTH 1

W1

WP   = WORK PAD WIDTH 2

W2

WP   = WORK PAD WIDTH 3

W3

HINGE

DOOR

DOOR

DOOR

DOOR

DOOR

STANDARD CABINET

FOUNDATION / WORK PAD

UPS CABINET FOUNDATION / WORK PAD

TYPE 1

UPS CABINET FOUNDATION / WORK PAD

TYPE 2

CONTROLLER CABINET AND FOUNDATION DIMENSIONS
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NOTE:

BUILD-UP/STABILIZATION OF SURROUNDING AREA MAY

BE REQUIRED BY ENGINEER AND IS INCIDENTAL TO THE

INSTALLATION. THIS APPLIES TO ALL SLOPED AREA

INSTALLATIONS.

4" 4" 4" 4"WORK PAD DEPTH


